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Dragon Division – SEI INDUSTRIES LTD.  7400 Wilson Avenue Delta, BC, Canada, V4G 1E5 
Tel: (604) 946-3131   Fax: (604) 940-9566   E-mail: seisales@sei-ind.com   Web: www.sei-ind.com

Printed in Canada

New Generation Aerial Ignition Device
red dragon

RED DRAGON LAUNCHER

DIMENSIONS 

L 
in (cm)

W 
in (cm)

H (without base) 
in (cm)

H (with base) 
in (cm)

24.5 (62.4) 10.8 (27.3) 19.0 (48.3) 24.0 (61.0)

OPERATIONAL WEIGHT

RED DRAGON  
LAUNCHER (EMPTY)

ETHYLENE GLYCOL WATER SUPPLY FOR 
EMERGENCY

DRAGON EGGS (950 
SPHERES)

lb (kg) lb (kg) lb (kg) lb (kg)

48.0 (21.8) 7.9 (3.6) 4.1 (1.9) 10.0 (4.5)

TOTAL 70.0 (31.8)

SHIPPING CRATE

DIMENSIONS 

L 
in (cm)

W 
in (cm)

H 
in (cm)

27.0 (68.6) 13.0 (33.0) 25.5 (64.8)

SHIPPING WEIGHT

RED DRAGON  
LAUNCHER (EMPTY)

SHIPPING 
CONTAINER

MISCELLANEOUS

lb (kg) lb (kg) lb (kg)

48.0 (21.8) 46.0 (20.9) 2.0 (0.9)

TOTAL 70.0 (31.8)

POWER

VOLTAGE CONNECTOR MAIN CIRCUIT 
BREAKER

24-32 VDC MS3116F-12-3P (Pin A 
+ 28V, Pin B GND)

5A, MS3320

FLUID VOLUMES

GLYCOL TANK WATER TANK (FULL) WATER TANK (MIN. 
REQUIRED)

usg (l) usg (l) usg (l)

0.8 (3.2) 0.5 (1.9) 0.4 (1.5)

The products within the Dragon division are the result of collaborative work between SEI Industries Ltd. and Field Support Services


